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Mid-¸ŜŀǊ /ƻǊǾŜǘǘŜ άbƻƴ-/ƭǳǎǘŜǊέ 5ŀǎƘ IŀǊƴŜǎǎ /ƻƴƴŜŎǘƛƻƴǎ 
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The information presented here is based mostly on the GM wiring diagrams from the Assembly Instruction 
Manuals (the so-ŎŀƭƭŜŘ ά!Laǎέύ ŦƻǊ ǘƘŜ άƳƛŘ-ȅŜŀǊέ /ƻǊǾŜǘǘŜǎ όмфсо-1967). A few diagrams are based on the 
diagrams put out by Mitchell Repair Information Co. ¢ƘŜ ǇƘƻǘƻǎ ŀǊŜ Ƴƻǎǘƭȅ ŦǊƻƳ 5½Ωǎ мф65 AC coupe or Tim 
²ŜƭǎƘΩǎ мфсс ǊƻŀŘǎǘŜǊΦ  {ƻƳŜ ƻŦ ǘƘŜ ǇƘƻǘƻǎ ƘŀǾŜ ōŜŜƴ ƎƭŜŀƴŜŘ ŦǊƻƳ ǘƘŜ /ƻǊǾŜǘǘŜ CƻǊǳƳ /м-C2 website or 
contributed by members and we hope credit has  been given where credit is due! 
 
Our intent is not to have covered every last nuance of the wiring connections of the dash harness (also 
ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ǘƘŜ άƳŀƛƴέ ƘŀǊƴŜǎǎ ōȅ ǎƻƳŜύ ōǳǘ ǘƻ Ƙƛǘ ǘƘŜ Ƴŀƛƴ ŎƻƴƴŜŎǘƛƻƴǎ ǘƘŀǘ ƻƴŜ ǿƛƭƭ ŜƴŎƻǳƴǘŜǊ ǿƘŜƴ 
replacing the dash harness.  Depending on the options in your car (e.g., radio or heater delete, AC vs. Non-AC, 
etc.), there may be some differences in the connections. Lƴ ǘƘƛǎ ŘƻŎǳƳŜƴǘ ǿŜ ŦƻŎǳǎ ƻƴ ǘƘŜ άƴƻƴ-ŎƭǳǎǘŜǊέ 
connections i.e., the radio, clock, heater, glove box lamp and courtesy light switched and lamps. 
 
We hope that this information takes a little of the mystery out installing a dash harness.  While it looks 
intimidating, if one carefully labels the various connectors and wires upon removing the old harness and 
ǎƛƳƛƭŀǊƭȅ ƭŀōŜƭǎ ǘƘŜ ƴŜǿ ƘŀǊƴŜǎǎ ōŜŦƻǊŜ ƛƴǎǘŀƭƭŀǘƛƻƴΣ ƛǘΩǎ ŀŎǘǳŀƭƭȅ ǇǊŜǘǘȅ ƳǳŎƘ ŀ άǇƭǳƎ ŀƴŘ Ǉƭŀȅέ exercise. 
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Mid-Year Corvette Radio Connections and Grounding Points 

Flasher (PPL & BRN; 1965). 

Clips to radio side panel. 

Attaches to bottom of 
z-bar. The toothed 
washer should go 
between the z-bar and 

the ring terminal! 

14-gauge BLK 
wire from the 
radio connector. 

The gray lead in the 
connector supplies power 
for the radio dial light which 
mounts in the driver side of 
the radio housing with a 
torpedo lamp socket (see 
next pg.). The BLK/Y (1965) 
wire supplies 12V to the 
radio and the 14-gauge 
black wire with the ring 
terminal is the main 
grounding point for the dash 
harness. 

Shown here are the 
connections for a 1965. The 
flasher is electronic to 
accommodate LED signal 
lights at all 4 corners. 

Dave Zuberer May 2016 

Ground 
to dash 

Z bar 
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cable 
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To 
speaker 

PPL & 
BRN to 
flasher 

GY 

BLK/Y 

BLK 
BLK 

1965 



3 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Speaker 
wires 

GY 
BLK 
BLK 
Y 

Antenna 

cable 

Speaker 

wires 

buns 2016 

Power for the dial light is 
supplied via the gray wire in the 
radio connector. 

1966 Harness 

14-gauge ground 

1966 Harness buns 2016 

Radio connections: 

ü1966 Harness conn. 

üAntenna cable insertion 

üSpeaker wires 

üDial light 
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Attaches to 
bottom of z-bar. 
Washer between z-

bar and terminal. 

14-gauge BLK wire 
from the radio 

connector. 

Flasher. Clips to 

radio side panel. 

¢Ƙƛǎ ƎǊƻǳƴŘ ŎƻƴƴŜŎǘƛƻƴ ƛǎ ŀōǎƻƭǳǘŜƭȅ ŎǊƛǘƛŎŀƭ 
ŦƻǊ ǘƘŜ ŘŀǎƘ ƘŀǊƴŜǎǎ ŀƴŘ ƎŀǳƎŜǎ ǘƻ ŦǳƴŎǘƛƻƴ 
ŎƻǊǊŜŎǘƭȅΗ 

¢ƘŜ Ƴŀƛƴ ƎǊƻǳƴŘƛƴƎ Ǉƻƛƴǘ ŦƻǊ ǘƘŜ ŘŀǎƘ 
ƘŀǊƴŜǎǎ ƛǎ ǘƘŜ мп-ƎŀǳƎŜ ōƭŀŎƪ ǿƛǊŜ ǿƛǘƘ ǘƘŜ 

ǊƛƴƎ ǘŜǊƳƛƴŀƭ ǘƘŀǘ ŎƻƳŜǎ ŦǊƻƳ ǘƘŜ ƳƛŘŘƭŜ ƭŜƎ ƻŦ 
ǘƘŜ ǊŀŘƛƻ ŎƻƴƴŜŎǘƻǊ ŀƴŘ ŎƻƴƴŜŎǘǎ ǘƻ ǘƘŜ 
ǳƴŘŜǊǎƛŘŜ ƻŦ ǘƘŜ Ȋ-ōŀǊ όάŘŀǎƘ ŎǊƻǎǎ ƳŜƳōŜǊέύ ƛƴ 
ŀƴ ŀǊŜŀ Ƨǳǎǘ ǘƻ ǘƘŜ ƭŜŦǘ ƻŦ ǘƘŜ ǊŀŘƛƻ ǎƛŘŜ ǇŀƴŜƭΦ  
LŦ ȅƻǳ ƘŀǾŜ ŀ άǊŀŘƛƻ ŘŜƭŜǘŜέ ŎŀǊΣ ōŜ ǎǳǊŜ ǘƻ ƳŀƪŜ 
ǘƘŜ ƎǊƻǳƴŘ ŎƻƴƴŜŎǘƛƻƴ ǘƻ ǘƘŜ Ȋ-ōŀǊΗ 

The all-important cluster and dash harness ground connections: 
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Power 

Antenna 

Switch 

Conn. Antenna 
cable 

Ground wire with ring 
terminal screwed to 
the  to z-bar. 

Power 

Ground 

Lamp 
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Flasher connects 
into this clip on the 
radio side panel. 

The signal flasher mounts in the clip on the radio side panel. 

Note: this is an electronic flasher with polarity reversal as I (DZ) 
am running LED signal lamps at all four corners. 

CF Note from John Hinckley 
 

All midyears, radio-equipped or not, have the 3-cavity radio connector 
pigtail on the dash harness; the center cavity in that connector has two 
wires in it - one black wire from the dash harness (that grounds everything 
in the car from the firewall back), and the other black wire in that cavity is 
a pigtail with a ring terminal on it that screws to the bottom of the Z-bar. If 
that pigtail with the ring terminal isn't screwed to the bottom of the Z-bar, 
nothing from the firewall back will be grounded properly. 
 
The "torpedo" lamp that illuminates the heater controls that clips to the 
bottom of the clock mounting bracket gets ITS ground by the end of the 
upturned lip on the clip on the lamp housing contacting the outside of the 
clock case, which is grounded through the clock connector. Photo below 
shows the upturned end of the clip (see page 12).  
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Mid-Year Corvette Clock Wiring 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  


